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PORTABLE MULTI-FUNCTION

BATTERY BOX

Built-in

&1 Digital Voltmeter

& On/off switch

1 USB outlet SV/2.14 5V/1A
1 12V Power outlet x2

Eson A Terminal Post +-
BATTERY BOX
& Anderson plug (S04 x2)

& Pk 4 ddded Yo rﬁ Belt
0eee (10 i@ Led light 9W

X089 Ad311ve 14VINS @

USB outlat 12 Power
) i

External dimension: 430(L)X2300W)X300(H)mm
Inside dimension;  330(L)X1900W)X230(H)mm

LED lght Switch oW LED light

Terminal Post +

164
circuit breaker

Coverplate
S i

180 mm F30 mem
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PORTABLE MULTI-FUNCTION
ESOO3P BATTERY BOX

Built-in

&1 Digital Voltmeter

& 16A circuit breaker ON/OFF Switch
) USB outlet 5V/2.1A 5V/1A

B 12V Power outlet x2

# Terminal Post +- Eig Bullt-in Inverter
ch Corrected sine wave

BATTE RY 1 Anderson plug (50A x2) AC putlot (110V/GE0Hz 220V /50Hz )
1 handle

& Inverter (S00W) with
OM/OFF switch
AC output

X089 Ad311ve 14VINS @

Digital 5B outlet
Volimeter

and theloadom
o bty

External dimension: 430(L)X2300W)X300(H)mm
Inside dimension:  330(L)IX190(W)X230(H)mm
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ES001

SMART
BATTERY

Fa o 5
Coulombmeter Battery main |
Consle Readouts : switch(LOGA]
‘Violtage - Internal resistance ON/OFF
Current - Impedance
- Power + Runming rime
Capacity - 50C

PORTABLE MULTI-FUNCTION
BATTERY BOX

Built-in
¥ Coulombmeter
& On/foff switch{1004)
@ USE outlet{QC3.0x2)

& 12V C1G outlet x2
¥ Terminal Post +-
& Anderson plug (504 x2)

¥ handle

&1 MPPT solar charge controller (20A) with
anderson plug
DCS.5 plug

& 500W Pure sine wave
OM/OFF switch
AC output

USB outlet 12V Power
(QC30m2) outher 2
VR T

24

12W/1.54

External dimension; 430=230=325mm

Inside dimension:

A60= 195x= 240mm

Tenminal 4+
Red: positive
Black; Nagalive

MPPT SOLAR
CHARGE

CONTROLLER
{1224V 20A)

Inverter
slan swich
QNOFF

-

| Inverter
AL outlet (2200 S0HZIX2
S00W Pure Sine Wave

AMDERSOMN
PLLIG X2
INPUT/OUTEUT
(504}

ANDERSON

PLUG

SOLAR CHANGER
INPUT

DC5.5 PLUG
SOLAR CHARGER
INPUT
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11ve IMVINS @

X084 Ad

External dimension: 430=230=325mm

Inside dimension:

Powar Sockal] 12w}

Dual Porf USB (5%.2, 14/14)

Terminal Post+

Terminal Post-

11

300 =200 = 200mm

Cni'oll Switch With
1BA Circult Breaker

Switch Controlied WVollmeler
(2. 7v-100% | 12.5V-80% |
12.2v-50% | 10.5V-FLAT)

ESOO01A

External dimension: 430=230=325mm
Inside dimension:  300x200= 200mm

Powar Socket{12V=2]

Dl Part USE (6W.2. 1AM A)

Tarminal Post+

Tarminal Post-

Swilch Conlralled Vallmalar
(12.7W-100% | 12.5V-80% |
12.2V-50% | 10.5V-FLAT)

Onloll Swilch 'With
164 Circuit Breakar

-

Solar Charge
High Current Waterpoal
Connactor (12Vi24V)
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External dimension: 430=230=325mm
Inside dimension: 330200 200mm

Powar Sockat[12Vi24V)

Onigh Switch With 164
Circurnt Breakar

Terminal Fost+

Terminal Fost:

Digital Veltmeter

Dual Port USE
(5V.2.1AMA)

solar chargar
Anderson sockat

ES002A

External dimension: 430=230=325mm
Inside dimension:  330x 200= 200mm

Power Sockat{124/24Y)

Qndoff Switch With 164

Circuil Breaker

Tarminal Post+

Terminal Post-

Switch Controlled Voltmetar

With Colorful LED Voltmeter
(#1.3-11 ' Red Colar, 12.0-12 8V-Valigs
Cipdr 4 2.6-13. 2% -Groen Color Wik Flaes|

Dual USE 2.4V =2

salar chargar
Anderson sockel
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External dimension: 430=230=325mm External dimension: 430=230=325mm
Inside dimension:  360x195x 240mm Inside dimension:  360x 195x 240mm

Accessories list Accessories list

Accessories lisl Accessorias list Accessories list Acceassorias list Accessories list




